§32.35-15

§32.35-15 Installation of air compres-
sors on tank vessels contracted for
on or after June 15, 1977—TB/ALL.

No tank vessel, except an oil pollu-
tion clean-up vessel, that carries petro-
leum products grades A thru D con-
tracted for on or after June 15, 1977
may have an air compressor on an air
compressor intake installed in any of
the following cargo areas:

(a) A cargo handling room.

(b) An enclosed space containing
cargo piping.

(c) A space in which cargo hose is
stowed.

(d) A space adjacent to a cargo tank
or cargo tank hold.

(e) A space within three meters of
any of the following:

(1) A cargo tank opening.

(2) An outlet for cargo gas or vapor.

(3) A cargo pipe flange.

(4) A cargo valve.

(5) An entrance or ventilation open-
ing to a cargo handling room.

(f) Except for tank barges, the cargo
deck space. For the purpose of this
paragraph, cargo deck space means the
volume bounded by the open deck over
the cargo tank block, including all bal-
last tanks within the cargo tank block,
extending to the full width of the ves-
sel, plus three meters (about 10 feet)
fore and aft of the cargo tank block
and up to a height of 2.4 meters (about
8 feet) above the deck.

(g) An enclosed space having an open-
ing into a location described in para-
graphs (a)-(f) of this section.

(h) A location similar to those de-
scribed in paragraphs (a)-(g) of this
section in which cargo vapors or gases
may be present.

[CGD 75-017, 42 FR 25735, May 19, 1977, as
amended by CGD 75-017, 42 FR 45677, Sept. 12,
1977]

Subpart 32.40—Accommodations
for Officers and Crew

SOURCE: CGD 95-027, 61 FR 25997, May 23,
1996, unless otherwise noted.

§32.40-1 Application—TB/ALL.

(a) The provisions of this subpart, ex-
cept §32.40-60 and §32.40-65, apply to all
tankships of 100 gross tons and over
constructed on or after June 15, 1987.

46 CFR Ch. | (10-1-08 Edition)

(b) Tankships of less than 100 gross
tons and manned tank barges must
meet the requirements of §32.40-60.

(c) Tankships of 100 gross tons and
over constructed prior to June 15, 1987,
must meet the requirements of §32.40—
65.

§32.40-5 Intent—T/ALL.

The accommodations provided for of-
ficers and crew on all vessels must be
securely constructed, properly lighted,
heated, drained, ventilated, equipped,
located, arranged and insulated from
undue noise, heat and odors.

§32.40-10 Location of crew spaces—T/
ALL.

(a) Crew quarters must not be located
farther forward in the vessel than a
vertical plane located at 5 percent of
the vessel’s length abaft the forward
side of the stem at the designed sum-
mer load water line. However, for ves-
sels in other than ocean or coastwise
service, this distance need not exceed
8.5 meters (28 feet). For the purposes of
this paragraph, the vessel’s length
must be as defined in §43.15-1 of sub-
chapter E (Load Lines) of this chapter.
Unless approved by the Commandant,
no section of the deck head of the crew
spaces may be below the deepest load
line.

(b) There must be no direct commu-
nication, except through solid, close
fitted doors or hatches between crew
spaces and chain lockers, or machinery
spaces.

§32.40-15 Construction—T/ALL.

All crew spaces are to be constructed
and arranged in a manner suitable to
the purpose for which they are in-
tended and so that they can be kept in
a clean, workable and sanitary condi-
tion.

§32.40-20 Sleeping accommodations—
T/ALL.

(a) Where practicable, each licensed
officer shall be provided with a sepa-
rate stateroom.

(b) Sleeping accommodations for the
crew must be divided into rooms, no
one of which may berth more than 4
persons.

(c) Bach room must be of such size
that there is at least 2.78 square meters
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(30 square feet) of deck area and a vol-
ume of at least 5.8 cubic meters (210
cubic feet) for each person accommo-
dated. The clear head room must not
be less than 190 centimeters (75 inches).
In measuring sleeping accommodations
any furnishings contained therein for
the use of the occupants are not to be
deducted from the total volume or
from the deck area.

(d) Each person shall have a separate
berth and not more than one berth may
be placed above another. The berth
must be composed of materials not
likely to corrode. The overall size of a
berth must not be less than 68 centi-
meters (27 inches) wide by 190 centi-
meters (75 inches) long, except by spe-
cial permission of the Commandant.
Where two tiers of berths are fitted,
the bottom of the lower berth must not
be less than 30 centimeters (12 inches)
above the deck. The berths must not be
obstructed by pipes, ventilating ducts,
or other installations.

(e) A locker must be provided for
each person accommodated in a room.

§32.40-25 Washrooms and toilet

rooms—T/ALL.

(a) At least 1 toilet, 1 washbasin, and
1 shower or bathtub must be provided
for each 8 members or portion thereof
in the crew who do not occupy sleeping
accommodations to which private or
semi-private facilities are attached.

(b) The toilet rooms and washrooms
must be located convenient to the
sleeping quarters of the crew to which
they are allotted but must not open di-
rectly into such quarters except when
they are provided as private or semi-
private facilities.

(c) All washbasins, showers, and
bathtubs must be equipped with ade-
quate plumbing, including hot and cold
running water. All toilets must be in-
stalled with adequate plumbing for
flushing.

(d) At least 1 washbasin must be
fitted in each toilet room, except
where private or semi-private facilities
are provided and washbasins are in-
stalled in the sleeping rooms.

(e) Where more than 1 toilet is lo-
cated in a space or compartment, each
toilet must be separated by partitions.

§32.40-50

§32.40-30 Messrooms—T/ALL.

(a) Messrooms must be located as
near to the galley as is practicable ex-
cept where the messroom is equipped
with a steam table.

(b) Each messroom must seat the
number of persons expected to eat in
the messroom at one time.

§32.40-35 Hospital space—T/ALL.

(a) Each vessel which in the ordinary
course of its trade makes voyages of
more than 3 days duration between
ports and which carries a crew of 12 or
more, must be provided with a hospital
space. This space must be situated with
due regard to the comfort of the sick so
that they may receive proper attention
in all weathers.

(b) The hospital must be suitably sep-
arated from other spaces and must be
used for the care of the sick and for no
other purpose.

(c) The hospital must be fitted with
berths in the ratio of 1 berth to every
12 members of the crew or portion
thereof who are not berthed in single
occupancy rooms, but the number of
berths need not exceed 6.

(d) The hospital must have a toilet,
washbasin, and bathtub or shower con-
veniently situated. Other necessary
suitable equipment such as a clothes
locker, a table, and a seat must be pro-
vided.

§32.40-40 Other spaces—T/ALL.

Each vessel must have—

(a) Sufficient facilities where the
crew may wash and dry their own
clothes, including at least 1 sink sup-
plied with hot and cold fresh water;

(b) Recreation spaces; and

(c) A space or spaces of adequate size
available on an open deck to which the
crew has access when off duty.

§32.40-45 Lighting—T/ALL.
Each berth must have a light.

§32.40-50 Heating and cooling—T/ALL.

(a) All manned spaces must be ade-
quately heated and cooled in a manner
suitable to the purpose of the space.

(b) The heating and cooling system
for accommodations must be capable of
maintaining a temperature of 21 °C (70
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